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Audio

Built-in Speaker Built-in Speaker

Power

Power Supply 100V-240V AC, 50/60 Hz

Power Consumpton <3W

Wireless

Carrier Frequency 868.0 MHz–868.6 MHz

Transmi琀琀er Power (EIRP) Limit 25 mW

Communica琀椀on Mechanism One-way

Communica琀椀on Distance Up to 100 m (328 昀琀) in an open space

Structure

Appearance Color Black Plas琀椀c

Net Weight 0.08 kg (0.18 lb)

Casing Material Plas琀椀c

Product Dimensions
Bare machine: 75 mm × 74 mm × 33 mm (2.95"" × 
2.91""× 1.30"") (L × W × H)

Environment

Operatng Temperature –10 °C to +50 °C (14 °F to +122 °F)

Operatng Humidity 20%–95% (RH), non-condensing

Documents:

Quick Start Guide × 1× 1

Wireless Chime

DH-DS3BB

Series Overview

The Wireless Chime is an indoor device that chimes when your video doorbell is pressed. Highly convenient, it can also be bound to mul琀椀ple video 
doorbells at the same 琀椀me, so you can place mul琀椀ple Wireless Chime around your home to always hear whenever someone presses your video 
doorbell. Whether you’re in the kitchen, o昀케ce or bedroom, you’ll never miss a thing if your phone is out of reach.   
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